Truform Techno Products
Pvt. Ltd.

Manufacturers and Exporters of :

I Ductile Iron Pipe Fittings
(As Per IS 9523, EN545, EN598,
1SO2531, AWWA C153, AWWA C110)

I Manhole Covers (As per EN124)

I Cl and SG Iron Engineering Castings
as per customer specifications.




_A_About us [ [}

TRUFORM TECHNO PRODUCTS PVT. LTD. is a prominent manufacturer of Cast and
Ductile Iron (S. G. Iron) fittings and Engineering casting of different sizes and grades with installed
capacity of 6000 MT P. A. We have achieved specialization in many diversified fields by successfully
supplying critical customized castings.

The efficient and experienced technical team of the company is dedicated to meet the International
Quality Standards and the stringent customer requirements with an optimum production lead time.
The promoters of the company have vast experience of more than 3 decades in Ferrous Metal
Industry. The plant is located in Zero Mile of India, Nagpur Having the facility of dry container port and
economical logistics due to centralized location advantages. The team at TRUFORM comprises of
well experienced metallurgists and engineers to understand

and cater to customer requirements. R ———
Manufactured under TRUFORM Brand is mark of quality i TN '
where TRUFORM Group stands over 40 years of experience in { ‘ } ?
l

Cast Iron pipe & fittings and now in Ductile Iron pipes & fittings.
The products are very well accepted through out domestic
projects and globally with all different varieties. With all activities
under one roof viz.-Manufacturing, Pattern Shop, Foundry,
Fettling, Machining, Cement Lining, Zinc Coating, Hydro
Testing, ensures stage wise quality control to be achieved.

_A_Product Application Areas

[ [

Our product are being widely used in schemes of various government departments like Public Health,
Water Board, Sewage Boards, Municipal Corporations, Military Engineering Services (MES), Industrial
Development Corporation, Development Authorities etc and for critical applications in Drinking Water
& Sewerage Projects.

_A_Quality Policy ”

We at TRUFORM Techno Products Pvt. Ltd., Nagpur are committed to enhance customer satisfaction by
providing Best Quality Castings, within specified time, as per the specific requirements of the
customer.

We are committed to implement and continuously improve the efficiency and effectiveness of
the quality management system and operations by collective involvement.



A_ Plant

Installed Capacity of 6000 MT Per Annum.
B Ductile Iron Pipe Fittings As per IS 9523 / EN 545 /IS0 2531.
B Alloy Cast Iron Pipes & Fittings for Acid & Ash Conveying
B Asper BS 2035 /1S 1538.
Engineering Castings As per Customers Specification & Drawings.

_A_ Laboratory

In House Inspection Facilities with Online Spectrometer,
Microscope, Tensile Machine, Sand testing Laboratory,
UTM Machine, Etc.

Hydrostatic Testing Facilities

Hydrostatic Test Pressure Range (FOR DI Fittings)

Nominal Diameter Work Test Pressure KGF CM*

80 - 300 mm 25 Mpa
350 - 600 mm 16 Mpa
700 - 1000 mm 10 Mpa

The fittings are kept under pressure for 10 sec.

_A_ Mechanical Properties of Fittings

*Note :

The technical data in this brochure Nominal Type of Tensile Elongation Hardness
have been derived from the following Diamater | Castings| Strength at (HBS)
relevant specification for Ductile Iron (MM)H (MM) (Mpa) Break(%) Max
Pipe Fittings.

1) IS 9523 : 2000 . o .

2) BS EN 545 : 2010 All Size Fittings 420 5 Min 250

3) ISO 2531 : 2009
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_A_ Socket Type DI Fittings
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Dismantaling joints are particularly suitable for simplifying the
installation & removal of all types of valve, Pipe & Fittings.

Casted DI Double Flanged Pipe 50 mm & 80 mm in
Length 0.5 mtr, 0.6 mtr, 1 mtr, 2 mtr.

Casted DI Double Flanged Pipe 80mm, 100mm, 125mm,
150mm & 200 mm in Length 0.5 mtr, 0.6 mtr.

DI Invert Tee

DI INVERT TEE is a purpose-built tee fitting designed for
creating precision junctions in ductile iron piping systems.
With advanced engineering, this product plays a crucial role
in optimizing fluid flow, ensuring secure connections, and
maintaining the overall efficiency and reliability of industrial
piping networks.

Cast Iron Road Surface Box

DI Mechanical Joint (MJ) ADAPTOR

Ductile Iron Fitting, commonly known as DI, refers to a type
of fitting used in piping systems. DI MJ ADAPTOR, also
known as Ductile Iron Mechanical Joint Adaptor, is a
component designed to connect two different pipe ends
with mechanical joint connections. It allows for a transition
between different pipe types or sizes, facilitating a secure
and leak-proof connection.




& Recessed Govers
As per BS EN-124

= A pipe line Strainer is a device
which provides a means of
mechanically removing solids from
a flowing fluld by utilizing a
perforated, mesh or wedge wire

= Cast Iron Centrifugally Cast
Flanged Slotted pipes. truform
mantufactures Cast Iron Slotted
Pipes by Scrawing End Flanges on
Centrifugally casted barrales to
5:3636 o T T m;.[mld-nan;nons i ke varied

iy 7 . . s per driawing,

» The siots of desired dimensions I « Q1 Railing Stand Posts re used for

are cut inthe pipes as per Railing Purposes in Treatment Plants,

1. Manufactured as per BS EN-124 Standard.

2. Safe handling due to high strength and low weight.
3. Open / Closed keyholes for easy lifting.

4. Anti skid checker design.

5. Large opening area for water drainage.

6. Heavy duty traffic loading.

7. Multiple grates for easy handling.

Cl Bucket Strainer Slotted Pipe Railing Stand Post
Iz,
Piece for Coarse screening. . : im this
» Can also be used for covering pipe * Size: Bomm to 3000 mm DN :::‘u :’;::::::ﬁ;::;:nl::h '
opening in ESRs for Filtration | -~ * Length: 2 Mtr. N subject to change without notice, o

Safety purpose, * Slot: s per draving | Requirement. hence NOIT legally bindmg, whatsaever

= Cast ko Ralling Stand Past [ Hand Radl
for halding G. |, Pipe rafing Railing

40 0mm Stand Prst image Stand Post

: 4 Dimensions: As Per drawings, Length:

0.5~ 1.2 Mtr Holes: For G. | Pipe of a5
straining element.

» Ll Bucket Strainer can be used for
suction pumping as Foot Valves

Engineering Castings Alloy Cast Iron Pipes & Fittings

1. Elevator Industries. 1. For Chemical Plants to handle 98°
2. Ginning Industries. Concentrated Sulphuric Acid, Sodaash.

3. As per custom drawing 2. Power Plant in Ash Conveying System.
specification & many more.



Correspondence Office :

119, Handloom Market, Gandhibag, Nagpur-440 002 (M.S.) India.

Works :

S.No. 7/3, Vill. Kawtha, Tal. Kamptee Road, Dist. Nagpur-440 026 (M.S.) India.
Tel : +91-9225367810

E-mail : piping@truformtechnoproducts.com,
Truform Techno Products :
Pvt. Ltd. Website : www.truformtechnoproducts.com

CIN : U28999MH1993PT(C245263
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